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City of Oregon City 
Temporary Speed Reduction Request - continued
	Request submitted by (name, title, contact email and phone number):


	Engineer of Record (License number): 

	Date:

	PROJECT INFORMATION

	Project name:

	Project Start Date: 

	Street Name: 
	Start and End Mile Post: 

	City map and tax lot number(s):

	EXISTING STREET INFORMATION 

	Functional classification of road:

	Posted speed:

	Annual Average Daily Traffic (AADT): 

	Additional notes on street features (e.g., limited sight distance due to horizontal/vertical alignments, etc.): 








	DESCRIPTION OF NEED

	Describe in detail the scope or work, and condition or operations that would merit a construction speed reduction. Identify portion(s) of the traffic control plan that would benefit from a speed reduction. 


















	REQUESTED SPEED REDUCTION

	Describe the speed reduction requested for each condition or operation and provide the location of the request, including beginning and ending mileposts. 







 

	TIMING

	Describe when the condition or operation will be in place using the stage/phase, specific activity, project milestone, or time of day. 







	FACTORS

	Select the work type and factor(s) for the construction speed zone reduction and provide explanation. 

	General Conditions:
· Temporary horizontal curve is designed and includes an advisory speed >10 mph below pre-construction posted speed. 
· Reduced safe speed for stopping sight distance.
· Condition conflicts wit normal driver expectancy. 

Shoulder Activity: 
· Uninterrupted traffic flow with workers present for extended periods, with 10 feet of the traveled way, unprotected by barrier. 

Lane Encroachments, Centerline Encroachments, or Lane Closures:
· Uninterrupted traffic flow with workers present for extended periods, with 10 feet of the traveled way, unprotected by barrier. 
· Barrier within 2 feet of the traveled way. 
· Pavement edge drop-off (>2 inches) within 2 feet of the traveled way. 
· Lane width reduction resulting in a lane width of < 10 feet.
Temporary On-Site Diversion:
· Temporary on-site diversion lane width < 11 feet. 
· Advisory speed for temporary on-site diversion’s horizontal curvature >10 mph below the pre-construction posted speed. 







Submitted By  
	
Name:
	Space provided for Engineer of Record stamp.

	Signature:
	

	Date:
	





City Use Only 
Approved by the City Engineer or their designee:
	Name and Title:

	Signature:

	Date:
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